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1 - SYSTEM FOR USING AN AUTHORIZATION TOKEN TO SEPARATE AUTHENTICATION ... 

This typically means that an authorization server (usually also an AAA server) .... 
separate Authentication Authorization and Accounting (AAA) servers. ... 

www.fi efepatenlsonltne.com/y2008/01 2731 7 html ■ S-nr ar.oa9.95 

2- SYSTEM FOR USING AN AUTHORIZATION TOKEN TO SEPARATE AUTHENTICATION .... 

Jul 24, 2008 ... A client may first authenticate to an authenticating AAA (AAAN) 
server, create an authorization token, and then later present the token to a ... 

www . ; ; efepa I ! ; s s onhofe. com/y2008/0 1 78274. htm I - 
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3. [PDF] Multicast Security with Authentication^Authorization^and_... 
File Format: PDF/Adobe Acrobat - View as HTML 

authorization. Authentication. Server. Diameter. AAA Server. Grp. Controller ... 
Future MSEC/ AAA directions. • Need to separate the S-GC and key server ... 

www.securemultieast > N - * IETF58-MSEC-AAA.pdf - !i s ^ s p;\VK-> 

4 - Authentication^Aythorization and Accounting (aaa) Charter 

Authentication, Authorization and Accounting WG (aaa) IETF-58 meeting minutes ... 
allows the FA to establish a direct TLS connection to the home AAA server. ... 

www, ietf.org proceed gs snov 5 ilni - 25k Xn _ - 

5. Redmond I Product Review: Authenticate and Authorize 

Authenticate and Authorize Using Activldentity 4TRESS AAA Server and 

Activldentity Client can ... The best practice would be to give it a separate server. ... 

edmondmag..com/re ; .as cMo 562 - 58k 

6. [PPT] Network access authentication and authorization based on SAML 

* N 0 na Microsoft Powerpoint - View as HTML 
Exchange between DIAMETER client application (WS) and the AAA server ... 
Separate authentication from network service authorization ... 

: 5fet ngs sep05 slides NAS~SAML.__anionio.ppi 



7. SSL VPN Design Considerations > User Authentication and Access 



http://www.google c m irch :i[^rn&rls=GGLD,GGLD:2004-...server+authenacation+and+authorize+separately&spell=l (1 of 2)8/25/2008 2:14:35 PM 
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Jun 10, 2008 ... The number of authentication requests per second the AAA server 
can ... organization information through a separate authorization step: ... 

www.ciscc " v ;?t " &s»q N un 32k 



8. RFC 2906 (rfc2906) - AAA Authorization Requirements 

The level of authorization of the requesting AAA Server MAY govern the view on 

2.9 Bytes on-the-wire 2.9.1 Authorization separate from authentication ... 

9. Outbound RADIUS AAA 

PIXFirewall AAA Server Configuration for Outbound RADIUS ... When you use 
RADIUS, you cannot separate the functions of authentication and authorization. ... 

» o, ^ ^ , vvercd/cc/td/doc/product/access/acs__soft / Gsacs4nt / acs32/config/ 
radout.htm - 26k - Cached - Similar D^ges 

10. AA A Protocols: Authentication^Authorization, and Accounting for 

In practice, an AAA server with a database of user profiles and .... TACACS+ permits 
separate authentication and authorization solutions whereas RADIUS ... 
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